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Harris. No. 125, December, p. 27. . 


Synthetic Detergents as Hard Water Soaps in 
the War Effort—Conrad J. Sunde. No. 125, 
December, p. 25. 

Soils 

Factors Affecting Specific Gravity Values in 
the Proposed Method of Test for Soils—Ed- 
ward E. Bauer. No. 125, December, p. 33. 


Solders 


Conservation of Tin in Soft Solders—D. L. 
Colwell and W. C. Lang. No. 123, August, 
p. 37. Discussion, p. 42. 


Fuel Supply and Demand 

A. C. Fieldner, Chief, 
Fuels and Explosives Service, U. S. Bureau of Mines, 
addressed a meeting of the Western Society of Engineers in 
Chicago to which members of A.S.T.My had been invited, 
nt Developments in Fuels Supply and 
This efliciently supplemented and brought up 
“Fuels of Today and Tomorrow"’ 
which was Doctor Fieldner’s Presidential Address at the 
The current paper has 


Late Aprix, Dr. 


on the subject “‘Rece 
Demand.”’ 
to date an address on 


1937 A.S.T.M. Annuak Meeting. 


Specifications 
See also Emergency Specifications 

Philade ome District Meeting on Theory and 
og of Specifications. No. 120, January, p. 


Gravity 

Factors Affecting Specific Gravity Values in 
the Proposed Method of Test for Soils— 
Edward E. Bauer. No. 125, December, p. 33. 


Specific Surface 

Determination of the Particle Size Distribu- 
tion of Portland Cement with a Specially 
Calibrated Pipette—G. E. Monfore. No. 
120, January, p. 27. 


Spectrophotometric Techniques 

The Use of Photoelectric Spectrophotometric 
Techniques in Chemical Analysis—J. W. 
Stillman. No. 125, December, p. 17. 


Steel 


Limitation Order on Carbon-Steel Plates. No. 
122, May, p. 36. 

New Steel Limitation 
October, p. 18. 

Structure and Creep Characteristics of Cast 
Carbon-Molybdenum Steel at 950 F.—H. E. 
Montgomery and John Urban. No. 125, 
December, p. 13. Discussion, p. 16. 


Orders. No. 124, 


Substitute Materials 

Material Substitution and Supply List. No. 
121, March, p. 46; No. 122, May, p. 39; 
No. 123, August, p. 67; No. 125, December. 
p. 41. 


Synthetic Detergents 

Studies on Synthetic Detergents—Jay ¢ 
No. 125, December, p. 27. 

Synthetic Detergents as Hard Water Soaps in 
the War Effort—Conrad J. Sunde. No. 125, 
December, p. 25. 


Synthetic Rubber 


Use of the Shore Durometer for Measuring the 
Hardness of Synthetic and Natural Rub- 
bers—Rolla H. Taylor. No. 123, August, 
p. 25. Discussion, p. 30. 


Synthetic Textile Fibers 

Progress in New Synthetic Textile Fibers 
Herbert R. Mauersberger. No. 122, May, 
p. 25. 


. Harris 


at a very critical point. 


Test Specimens 

Effect of Height of Test Specimens on Com. 
pressive Strength of Concrete—James W, 
Johnson. No. 120, January, p. 19. Discus. 
sion, p. 21; also No. 123, August, p. 48. 


Textiles 

Progress in New Synthetic Textile Fibers— 
Herbert R. Mauersberger. No, 122, May, p, 
25. 

Thermoplastic Fibers 

Progress in New Synthetic Textile Fibers— 
Herbert R. Mauersberger. No. 122, May, p, 
25. 


Timber 


Discussion of Paner on Stress-Strain Relations 
in Timber Beams (Douglas Fir). No. 123, 
August, p. 45. 

Tin 

Conservation of Tin in Soft Solders 
Colwell and W. C. Lang. No 
p. 37. Discussion, p. 42. 


V 


D. L, 
. 123, August, 


Varnishes 

Comparison of Methods for Determining the 
Drying Rates of Varnishes—Howard R, 
Moore. No. 124, October, p. 19. 

Viscosity 

A New Recording Viscometer for Paint Con- 
sistency Measurements—C. R. Wicker and 
J. A. Geddes. No. 120, January, p. I. 
Discussion, p. 16. 

W 

‘Window Glass 

Behavior of Glazing Materials Subjected to 
Explosion~-F. W. Adams. No. 122, May, 
p. 15. Discussion, No. 124, October, p. 15. 

Wiping Solders 

Conservation of Tin in Soft Solders 
Colwell and W. C. Lang. 
p. 37. Discussion, p. 42. 

Wood 
See Timber 


D. 
No. 123, August; 


X-ray 
See Radiography 


Article on Cadmium Plating 


In tHE Ocroser 11 issue of Stee/, K. Gustaf Soderberg, who 
is very active in A.S.T.M. work and is now consultant, WPB Conserva- 
tion Division, on leave from his company, The Udylite Corp., has aa 
interesting article on conserving our supplies of cadmium which are now 
Members and others concerned with this prob 
lem will undoubtedly wish to study the article. 
references including several to A.S.T.M. publications and specifications. 


There are a number of 


Inspection and Control of Weights and Measures 


A puBLICATION that may be of interest to a number of mem 


been published in the September, 1943, Journal of the West- 
ern Society of Engineers. Dr. Fieldner concludes, ‘‘Rela- 
tively, the situation with respect to both oil and coal has 
been more satisfactory thus far than it was during the last 
war. Our greatest lesson is an appreciation of the great 
military value of petroleum products and the necessity of 
a national point of view in the utilization of this much 
more limited national resource as compared with our 
abundant reserves of coal. Let us hope that we will fol- 
low a sound, rational policy in making the best use of a 
rich heritage of mineral fuels.”’ 
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bers has recently been issued by the U. S. Government Printing Office em 
titled ‘‘Inspection and Control of Weights and Measures in the United 
States." Copies can be obtained from the Superintendent of Documents at 
15 centseach. This 96-page publication gives a condensed historical and 
legal background of this important subject, but the major portion is de 
voted to results of an extensive survey by a Division of the U. S. Depart 
ment of Agriculture, listing comments of state officials, characteristics of 
present laws, data on staff, budgets, inspectional activities, tests of equip 
ment, etc., with appendices of helpful supplementary information. This 
book ties in with Federal work in standardizing quality of metals used ia 
coinage and the establishment of price ceilings with, in some cases, quality 
specifications. 


December 1943 
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